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TYPICAL PROPERTIES

&KHPLFDO�1DWXUH� ��$TXHRXV�GLVSHUVLRQ�RI�V\QWKHWLF�ZD[HV
$SSHDUDQFH� � ��0HGLXP�YLVFRXV�\HOORZLVK�OLTXLG
Solid Content  : 12 ± 1%

pH   : 8.5 ± 0.5

APPLICATION

UNIWAX 3115 LV�SDUWLFXODUO\�VXLWDEOH�IRU�VRIW�OHDWKHU�ILQLVKLQJ�DQG�JLYHV�ZD[\�DQG�ZDUP�WRXFK��,W�KDV�H[FHOOHQW�
sealing effect, reducing the sticking of the finishing coats to hot ironing and during piling period. UNIWAX 3115 

is compatible with all types of binders and pigment dispersions.

PACKAGING, STORAGE AND SHELF LIFE

$YDLODEOH�LQ����NJ�RU�����NJ�GUXPV��6WRUH�LQ�DFFRUGDQFH�ZLWK�ORFDO�UHJXODWLRQV��.HHS�WKH�OLG�FORVHG�ZKHQ�QRW�LQ�
use. Store in a dry place and protect from direct sunlight. Shelf life is 12 months from the date of manufacture 

ZKHQ�VWRUHG�LQ�LWV�RULJLQDO�SDFNDJH��)RU�PRUH�LQIRUPDWLRQ�VHH�6DIHW\�'DWD�6KHHW��
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